
PERFORMANCE SPECIFICATIONS

Brightness (±10%)
8gv- 8,000 ANSI lumens 
22sx- 12,000 ANSI lumens 
28sx- 16,000 ANSI lumens

Contrast Ratio (±10%)
450:1 

Brightness Linearity (±10%)
gv- >90% edge to center
sx- >85% edge to center

Display Type
gv- 3 x 0.9” DMD™ (one per R, G, B)
sx- 3 x 1.1” DMD™ (one per R, G, B)

DMD Specification
gv- 1024 x 768 pixels
sx- 1280 x 1024 pixels

Fill factor
92% pixel fill factor

Source Compatibility
NTSC, PAL, SECAM, HDTV, VGA, 
SVGA, XGA, SXGA, MAC 

Video Processing
Composite video decoding by
Faroudja Laboratories and 
proprietary image resizing by
Digital Projection

Sync Formats
Separate sync/composite 
sync/sync on green- auto detect

Lamp Type
Proprietary xenon arc, bubble

Precision Displays For Every Venue

Digital Projection International proudly offers 
LIGHTNING displays—legendary large venue 
3-chip DLP™ projectors that exemplify the 
compelling imaging performance you have come
to expect from Digital Projection.

LIGHTNING projectors are the first choice of 
professionals who stage prestigious events such
as the Grammy® Awards and the Oscars®. The
tremendous lumen capability and source connectivity
also render LIGHTNING displays perfect for 
applications as diverse as commercial entertainment,
major outdoor public events, large-scale simulation,
gaming and houses of worship.

A dynamic palate of more than one billion colors,
absolute greyscale tracking and luminance 
uniformity greater than 90% complement the 
unparalled lumen performance of each LIGHTNING
display. The result is engaging video, HDTV and
computer imagery that exhibits visual depth and
accuracy beyond all expectations. Digital Projection’s
user-friendly menu structure, simple communication
protocol, intelligent lens mount and robust handles
and rigging points render LIGHTNING projectors
simple to stage, integrate and operate.

As is the case with all Digital Projection displays,
our careful engineering guarantees LIGHTNING
projectors provide impeccable imaging performance
for the long-term.  Equally important, our legacy
in superior customer and technical services
assures our experienced support staff is always
available to address your needs.  

LIGHTNING displays—powerful imaging tools for
major events—bringing the precision of Digital
Projection to every venue. 

8gv •  22sx •  28sx 

INPUT CAPABILITIES

Type

Independently configurable 
inputs, format as follows:

RGB=700mV/75R
S=0.7V-5V
Sync on G-separate H&V
composite sync auto select

Component Video
Y=700mV+300mV/75R
Pr,Pb=700mV p-p/75R

S-video
Y=700mV+300mV/75R
C=300mV p-p/75R

Composite Video
1V p-p/75R

SD SDI

Optional Inputs

Combination SD SDI (SMPTE 259M)
and HD SDI (SMPTE 292M)

1 See Digital Projection’s Product Warranty Statement for details on lamp warranty

Connector

BNCx5

BNCx1

BNCx1
BNCx1 

Quantity

3

2

2
optional

Lamp Life1

750 hours (typical)

Lens Mount
Intelligent, programmable lens functionality
Motorized horizontal and vertical 
lens shift, zoom and focus, 
accessed via remote control

Lens Shift (typical)
Vertical: ±.5 frame
Horizontal: ±.25 frame

Lens Options
gv-
0.8 :1 ultra-short throw
1.5-2.5 :1 zoom
2.5-4 :1 zoom
4.0-7.0 :1 zoom
7.0-15.0:1 zoom
sx-
1.2 :1 ultra-short throw
1.5-2.0 :1 zoom
2.0-2.5 :1 zoom
2.5-4.0 :1 zoom
4.0-7.0 :1 zoom

Mechanical Mounting
Floor or ceiling, integrated handles
and stacking/rigging points

Dimensions (with feet)
1125mm(L) x 764mm(W) x 481mm(H)   
44.3in(L) x 30.1in(W) x 18.9in(H)

Weight (chassis only)
110kg (242lbs)

�Specifications subject to change without notice   DP V1.06/03 ©2003 Digital Projection, Inc.

™DLP, Digital Light Processing and DMD are trademarks of Texas Instruments, Inc.



DIGITAL PROJECTION, INC. • 55 CHASTAIN ROAD. SUITE 115. KENNESAW. GA. 30144 • P-770.420.1350 • F-770.420.1360 • www.digitalprojection.com
DIGITAL PROJECTION, LTD. • GREENSIDE WAY. MIDDLETON. MANCHESTER. UK. M24 IXX • P-+44.161.947.3300 • F-+44.161.684.7674 • www.digitalprojection.co.uk

Native Color Temperature

HDTV Formats Supported

Scan Rates Supported

Remote Control

Automation Control

Operating/Storage Temperature

Operating Humidity

Thermal Dissipation 

Fan Noise

Power Requirements

Power Consumption

Safety and EMC Regulations

ADVANCED TECHNICAL SPECIFICATIONS

PARAMETER

6500°K; 3000-9300°K adjustable in 10° increments through advanced user colorimetry control

All models- 1080i/24p, 720p; Lightning 28sx- 480p

Horizontal: 15kHz to 90kHz / Vertical: 24Hz to 100Hz

Addressable remote control, IR receivers front and rear, hardwired link to 
handset-optional, optional Palm™ control system, 9-pin D type connector

RS232 input/output loop thru, 9-pin D type
video switcher output - RS232 9-pin D type

Operating: 10 to 35°C / Storage: -10 to 50°C

up to 80% non-condensing

8gv and 22sx- 10230 BTU / 28sx- 14322 BTU

Less than 59dB

208-264 VAC, 50/60Hz

8gv and 22sx: 3200 watts / 28sx: 4200 watts

Class B 

PROJECTORS

gv-

0.8 :1 ultra short throw 

1.5-2.5 :1 zoom 

2.5-4.0 :1 zoom

4.0-7.0 :1 zoom

7.0-15.0:1 zoom

sx-

1.2 :1 ultra short throw 

1.5-2.0 :1 zoom 

2.0-2.5 :1 zoom

2.5-4.0 :1 zoom

4.0-7.0 :1 zoom

LIGHTNING 8gv

LIGHTNING 22sx

LIGHTNING 28sx

PART NO.

HD Serial Digital Input, w/ projector purchase 

HD Serial Digital Input, purchased separately

Infra-red remote control (replacement)

Hardwired remote adapter (use with XLR cable)

Palm™ PDA controlware

Palm™ PDA & remote control emulator

Palm™ cable set (20’ cable & adapter)

Palm™ PDA adapter

Rigging frame

Rigging eyebolts

LENSES PART NO. ACCESSORIES PART NO.

LA00285A

LA00238

LA00120

LA00103

LA00041

LA00042

LA00043

LA00101

LA00093

LA00077

LA00079

LA00076

LA00078

LM00385U

LM00385

LBE00047

LA000445

LA00151

LA00152

LA00153

LA00154

LA00030L

RIGEYE4

W1

H1

L1

Projector dimensions (mm)
W1 764   H1 481  L1 1125

Projector dimensions (in)
W1 30.1   H1 18.9  L1 44.3


